


2 Dimensioni Pneumatici Autovetture - Passenger Cars Tyre Size

Gruppo 10" 12" 13" 15" 16" 17"
020 550-12 135/80-13 | 145/60-14
135/70-13

145/80-12 145/70-13
155/70-12 155/65-13
165/55-13
145/65-13
165/60-13

030 155/80-12 145/80-13 135/80-14 135/70-15

165/70-12 155/70-13 175/50-14 165/50-15
175/70-12 165/65-13 185/45-14
155/55-13 195/40-14
160/65-13
185/50-13
175/55-13
205/40-13
175/60-13

040 155/80-13 155/65-14 145/65-15
165/70-13 165/60-14 145/70-15
175/65-13 165/55-14 165/55-15
185/55-13 145/80-14 165/50-15
185/60-13 165/65-14 185/45-15
195/50-13 195/45-14
195/55-13 175/55-14
225/45-13 185/50-14

205/45-14
215/40-14
045 175/60-14 155/65-15
185/55-14 175/50-15
050 670-13 155/80-14 155/70-15 175/50-16

165/80-13 | 165/70-14 | 175/55-15 | 195/40-16
175/70-13 | 175/65-14 | 195/45-15 | 196/40-16
175/75-13 | 185/60-14
185/65-13 | 195/55-14
205/50-13 | 225/40-14
205/55-13 | 255/35-14
245/45-13
060 175/80-13 | 165/80-14 | 155/75-15 | 175/55-16

185/70-13 | 165/75-14 | 165/65-15 | 185/50-16
185/75-13 | 175/70-14 | 175/60-15 | 195/45-16
195/65-13 | 185/65-14 | 175/65-15 | 205/40-16
205/60-13 | 195/60-14 | 185/55-15
215/50-13 | 225/45-14 | 195/50-15
215/60-14 | 205/40-15

185/70-14 185/60-15 205/45-16

065" 205/55-14 | 195/55-15 | 215/40-16
205/50-15
070 195/70-13 | 175/80-14 | 165/75-15 | 195/50-16 @ 175/55-17
215/60-13 | 175/75-14 | 175/70-15 205/40-17

225/55-13 195/65-14 185/65-15
275/45-13 205/60-14 195/60-15
215/55-14 225/40-15

225/50-14
195/80-13 | 185/80-14 | 185/70-15 | 175/70-16 | 205/45-17
080 205/70-13 | 195/70-14 | 195/65-15 | 185/55-16 | 215/40-17

205/75-13 205/65-14 175/75-15 195/55-16
205/80-13 225/55-14 205/55-15 195/60-16
225/60-13 205/60-15 205/50-16
215/50-15 215/45-16
225/45-15 225/45-16
235/35-15

090 235/60-13 195/75-14 185/75-15 175/75-16 205/50-17 205/40-18
255/55-13 195/80-14 195/70-15 175/80-16 215/45-17 215/35-18
205/70-14 205/65-15 185/70-16 235/40-17
215/65-14 215/60-15 185/75-16
225/60-14 225/50-15 195/65-16
225/55-15 205/55-16
235/45-15 215/50-16
245/40-16

095 235/60-14 195/75-15 185/80-16 215/50-17 215/40-18
205/70-15 195/75-16 225/45-17
215/65-15 205/60-16
225/60-15 215/55/16
235/50-15 225/50-16
235/55-15 235/45-16

100 215/70-14 195/80-15 195/80-16 205/55-17 205/45-18

265/75-14 205/75-15 205/65-16 215/55-17 215/45-18
245/60-14 215/70-15 205/70-16 225/50-17 225/35-18
255/60-14 225/65-15 215/60-16 235/45-17 225/45-18
235/60-15 225/55-16 245/40-17 225/40-18
245/45-15 235/50-16 225/50-18
245/45-16 235/40-18
245/35-18




e Catena a rombi simmetrici
e Montaggio senza spostare la macchina
e Catena a maglia quadra

GEPRUFT

g e Catena in acciaio legato (NiCrMo)
® ﬁ% e Catena a ingombro ridotto con maglie corte e sottili

e Diamond pattern chain, alloy steel (NiCrMo)
o Thin, short link chain
e Can be fitted on vehicles with limited clearance
9 between tyre and mechanical parts
o Mounting without moving vebicle
mm e “D” section links chain
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mm

Montaggio senza spostare la macchina

Catena a cavo flessibile

Ottima aderenza su neve e ghiaccio

Catena cementata e zincata

Catena laterale verniciata

Catena a maglia quadra

Catena a rombi simmetrici

Catena di bloccaggio munita di tirante elastico
Cawo flessibile ricoperto da tubetto plastico colorato
Contenitore rigido in PVC

Mounting without moving vebicle
Hexible steel cable

Excellent grip on ice and snow
Hardened and zinc-plated steel chain
Side chain painted

“D” section links chain

Diamond pattern chain

Fastening chain with rubber tensioner
Rigid PVC box




Dimensioni Pneumatici Trasporto Leggero, Jeep, SUV 5
Light Trucks Tyre Size, Jeep, SUV

111 6.70-13 650-14
24x8.50-14
175/80-14
165/75-14
175/75-14
185/65-14
112 185/80-14|  640-15 255/45-17
700-14
185/75-14
195/70-14
113 195/80-14 185/80-15| 175/80-16
670-14 | 195/70-15 175/75-16
25x8.50 | 205/65-15 | 195/65-16
195/75-14
114 205/80-14  670-15 | 195/80-16 | 8.00-16.5 225/40-19
215/80-14 195/80-15| 600-16
750-14 | 195/75-15| 640-16
205/75-14 215/75-15| 185/75-16
215/75-14 205/75-15| 195/75-16
205/70-15 205/65-16
215/70-15| 215/65-16
225/10-15 | 225/60-16
215/65-15 | 215/60-16
185-16
195-16
115 700-15 | 650-16 215/60-17 | 7-17.5 | 215/55-18 | 255/40-19
225/75-15 | 205/80-16 235/55-17 | 205/65-17.5| 235/50-18
255/60-15 225/70-16 225/55-17 245/45-18
235/70-15 | 215/70-16 225/60-17 225/55-18
215/80-15| 205/75-16 255/45-18
225/65-16 255/40-18
235/60-16
116 28x9-15 | 215/85-16 650/17 235/55-18 | 245/45-19
235/75-15 | 215/80-16 225/65-17 245/50-18
245/10-15| 215/75-16 235/60-17
225/75-16
235/65-16
117 8.40-15 | 235/70-16 235/65-17 | 205/75-17.5 | 235/60-18 | 235/55-19 235/45-20
30x9.50-15 255/55-17 225/60-18 | 235/50-19 255/40-20
255/70-15
118 9-15 | 9.0/75-16 235/70-17 | 8-17.5 | 225/65-18 | 235/55-19
750-15 | 700-16 245/65-17 | 215/75-175 | 245/60-18
265/70-15| 750-16
235/80-16
245/70-16
255/65-16
119 10-15 | 255/70-16 255/60-17 235/65-18 | 255/50-19 235/55-20
31x10.50-15| 245/75-16 255/65-17 255/55-18 | 275/45-19 275/40-20
255/75-15 245/70-17 285/50-18 255/45-20
265/75-15 275/55-17 265/45-20
120 31x11.50-15| 235/85-16 265/65-17 | 8.5-17.5 | 255/60-18 | 255/55-19 | 7-19.5 | 255/80-20
265/75-16 275/60-17 |225/75-17.5| 265/60-18 | 285/45-19 275/45-20
275/70-16 265/50-19 255/50-20
265/70-16 315/35-20
280/70-16
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mm

Montaggio senza spostare la macchina

Catena a cavo flessibile

Ottima aderenza su neve e ghiaccio

Catena cementata e zincata

Catena laterale verniciata

Catena a maglia quadra

Catena a rombi simmetrici

Anello tenditore elastico

Cawo flessibile ricoperto da tubetto plastico colorato
Contenitore rigido in PVC

Mounting without moving vehicle
Flexible steel cable

Excellent grip on ice and snow
Hardened and zinc-plated steel chain
Side chain painted

“D” section links chain

Diamond pattern chain

Rubber tensioning ring

Flexible coloured plastic coated cable
Rigid PVC box




CAR1

Montaggio tradizionale

Ottima aderenza su neve e ghiaccio
Catena a rombi simmetrici

Catena cementata e zincata

Catena maglia tonda

Anello tenditore elastico
Contenitore rigido in PVC

Traditional mounting system
Excellent grip on ice and snow
Diamond pattern chain

Hardened and zinc-plated steel chain
Round section links chain

Rubber tensioning ring

Rigid PVC box

Catena montaggio rapido

Catena a cavo flessibile

Ottima aderenza su neve e ghiaccio
Catena cementata e zincata
Catena a maglia tonda

Catena a rombi simmetrici

Anello tenditore elastico
Contenitore rigido in PVC

Easy mounting chain

Flexible steel cable

Excellent grip on ice and snow
Hardened and zinc-plated steel chain
Round section links chain

Diamond pattern chain

Rubber tensioning ring

Rigid PVC box
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Garanzia - Consigli

Le nostre catene da neve sono garantite contro i difetti di fabbricazione.

Sono esclusi dalla garanzia: I'errato montaggio, I'eccessiva velocita (non deve
mai superare i 50 Km/h) e I'usura dovuta al troppo utilizzo su terreni sgombri
da neve e ghiaccio.

La nostra garanzia copre la sostituzione del pezzo difettoso, in ogni caso non
si riconosceranno danni a persone o cose causati dalla catena, incluso perdita
di produzione o perdita di profitto.

Non verra riconosciuta nessuna garanzia per catene da neve usate su modelli
di auto ove la casa costruttrice prescriva limitazioni e/o controindicazioni di
ogni genere.

Le misure, le foto e le descrizioni delle catene da neve contenute nel nostro
catalogo non sono impegnative; i riserviamo la possibilita di apportare, in
qualsiasi momento e senza preavviso, modifiche ritenute opportune.

Per una buona conservazione della catena consigliamo, dopo I'uso, di lavarla
in acqua calda e lasciarla asciugare prima di riporla nella valigetta.

Guarantee - Responsibility - Advice

Our snow chains are guaranteed free from manufacturing defects.

Mafri cannot be held responsible for and guarantee does not include: wrong
mounting, speed exceeding 50 km/h and wear due to too long driving with
snow chains on clean roads.

In no case shall Mafri be held responsible for any usage other than that
advised in the catalogue. In no case shall Mafri be held responsible for
indirect or consequential damages, loss of production or lack of profit.

Guarantee is limited to the replacement of the defective chains.
In no case shall Mafri be held responsible for snow chains used on cars
models where any limitation or restriction was placed.

All specifications, photos, descriptions and other details in the catalogue
have been reproduced for our customers’ convenience only: Mafri does not
assume responsibility for accuracy.

Mafri hold the right to alter or to amend any technical specifications or
other at any time without notice.

To ensure snow chains long life wash them with warm water after use, let
them dry and put them back into the box.
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